HE 300

Digital three-channel ECG

Electrocardiograph

. 5.6 Inch color LCD screen, 12-lead simultaneously acquisition

. Hignh sampling rate: 1000 Hz/ Channel/s, total; 8000 Hz

. Over 5000 ECG tiles can be saved, more ECG files can be stored via USB port.

. Freeze, pre-10 second print and trigger print function to observe any abnormal
FCG waveforms

. HR detection alarm & pacemaker detection supported

. Cine-loop function: Saved ECG wavetorm can be played back

. Auto-save tunction
the printout or not.

Users can choose whether to automatically save the files with

. Support magnetic card reader, barcode scanner transterring information conveniently
. Support external laser printer to achieve A4 size report output.
. Data management software on PC(Optional

. Rellable automatic measurement & Iinterpretation tested with CSE & AHA database.




Basic Specifications

Input Circult Floating, protection against detibrillator BESLIAW BRI V1D,
& pacemaker detection
| ead Standard 12 lead Safetlyl | Type CF
classification
Input Impedance 50 () Safety MDR2017/745, [EC60601-2-25,
standard I[EC60601-1, ANSI/AAMI EC-1,

=N 1441-1997

o INPUT &
|
nput circult current 50NA OUTPUT
External 10 mm V,; 5%
-eakage current <10pA INnput Input iImpedance 100 kQ
. . 10 mm: V 5%
Calibration Voltage mV 2% External Output Output impedance 100Q
A/D Convertor 24 DItS SIZE & WEIGHT
Frequency response 005 Hz~165 Hz (-3dB) Device Size 345 x 300 x 80 mm
Time constant 3.2S Carton size 400 x 180 x 355 mm
Noise Level <12uVp-p Net welght 2.5 Kgs (battery included)
Fliter AC:50/60Hz (-20dB); EMG: Gross weight 4.5 Kgs

2bHz/35Hz/45Hz (-3dB)
ADS & Baseline auto adjustment

Sensitivity AUTO 2.5, 5,10,20, 40mm/mV 5%

RECORD DATA

HR, PR/QT/QTC, Interval,

Vieasurement P/QRS/T Axis etc
S ationt dat Date, Time, ID, Name, Gender, Age,

atient datd Height, Weignt etc.

USB
System data Sensitivity, speed, institution etc,
Analysis report On Oft selectable
PRINT SYSTEM
Printer High speed & sensitivity thermal dot
recording system. ‘

Speed 5,6.25,10,12.5, 25, 50 mm/s
Paper Roll paper 80mm* 20mm 30mm Magnetic

Card Reader

POWER SOURCE
AC

DC More than 2-hour continuous operation
time with lithium battery after
fully charged.

100 V-240 V 50/60Hz, (1Hz)

Laser Printer

CERTIFICATE
SO

SO 13485:2016

Specifications are subject to
change without prior notice
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