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PULSE OXIMETER

easuring SpO2, Pulse Rate and Temperature( optional
5 Inch Colour TFT Display with Plethysmograpn
Perfusion Index
ult, Paediatric and Neonate measurement
thium battery up to 18 hours
tandard holder for convenient standing one desktop position
and charging

» 500 hours SpO2 data storage
. PC software for data upload




Technical Specifications

Pulse Rate Measurement 30-240 BPM
PR Accuracy + 2%

Perfusion Index Display 2% - 20%

Temperature Measurement range 32 - 43°C
Accuracy + 2°C
Response time < b SecC

Working Current < 180mA

Operating Temperature 5 - 40°C
Operating humidity 15 - 93% (Non Condensed)

Atmospheric Pressure 70kPa - 106 kPa
Internal Power Supply 2000 mAN Lithium Battery

Battery Backup Up to 18 Hours on full charge

AC Power Adapter 5VDC/1A (100-240 VAC with 50/60 Hz)
Dimension of Device 158 mm (L) X 73 mm (W) X 25 mm (H)

230 Gram Including battery

Certificate 1ISO 13485:2016

BR/OM/01-01

Specifications are subject to
change without prior notice
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CONTACT US.: FOLLOW US :

0 Heidelco Medicore Pvt. Ltd. 298 - 281, Transport Nagar, www.heidelco.com
Kanpur Road, Lucknow, Uttar Pradesh 226023, India i} Heidelco Medicore Private Limited




